
Non-Contact 
Gloss MeasurementGlossFlash 6060 

EXPERIENCE
the measurable color difference.TM

• Non-contact automated gloss 
measurement on coated surfaces 
of all kinds, floor coverings, 
plastic sheetings and tiles, and 
on decorative facade elements

• Ideal combination in conjunction 
with the non-contact color 
measurement system of the 
TeleFlash family of products 



The Non-Contact Online
Glossmeter GlossFlash
6060
provides the gloss value directly at
the point of origin, in coil coating,
sheeting production or decorative 
construction elementens of all types.
GlossFlash 6060 by X-Rite is the
successor of the proven GlossComp
system. By modifying the optical
system, the repeatability of the sys-
tem was optimized and integration
into the ongoing production process
was simplified. The modulare design
of the GlossFlash 6060 also offers
the user maximal flexibility in 
conjunction with the online color
measurement systems made by 
X-Rite.

What are the benefits 
of using non-contact
technology
• Meet the standards: Objective and 

repeatable gloss values in accordance 
with DIN 67530, ISO 2813, ASTM D 523

• Immediate display of gloss deviations 
during the running process

• Detection of gloss deviations at a very 
early stage in the production process 
gives one the opportunity to correct 
production parameters before the 
gloss runs out of tolerance 

• Non-destructive gloss control helps 
minimize costly manual sampling and 
preparation of samples

• You actually have to stop the line in 
order to put a handheld glossmeter 
into place. Any interruption of the 
process will create additional costs. 
Automated gloss measurement will 
avoid operation errors that may occur 
while taking manual measurements

• A report of the surface quality will 
be automatically generated and will 
monitorsdocument the quality of the 
entire production lot

• The GlossFlash 6060 can be interfaced 
with the company host system and 
requires no specific actions on the part 
of the user

• Color and Gloss at a Glance: The Gloss-
Flash 6060 can be perfectly combined 
with the online color measurement

product line TeleFlash. Both are be- 
coming essential tools in every coil 
coating application, plastic film pro- 
duction, as well as processing lines of 
decorative facade elements and 
claddings

Operation Principle
By using a 17 x 26 mm measuring
spot, the GlossFlash 6060 con-
tinuously provides gloss values
at a distance of 45 mm from the
sample surface. The standardized
geometry 60°/60° guarantees 

excellent conformity to DIN 67530.
With state-of-the-art 200-1000 micro-
second flash technology, the Gloss-
Flash 6060 reproducibly ”catches”
the gloss even on rapidly moving
surfaces. At the same time, no light
source influence is detected. Due 
to its rugged construction that is
tailored to the needs of 24 hours/
day usage, the GlossFlash 6060 can
withstand even the worst industrial
environments.

Configuration
The basic scope of delivery includes
the GlossFlash 6060 measuring
gauge, a device for calibration and
control tiles, software, documen-
tation and services for installation
and training.

In case of extended substrate widths,
the GlossFlash can be mounted on a
traversing-beam to detect gloss de-
viations from the ”left to the middle
to the right”. Here, it is supported by
an optional edge detection system.

By using a meter length counter,
every value can be assigned to the
exact meter length.

X-Rite is a worldwide leading manu-
facturer of highly sophisticated color
and gloss measuring products. We
are proud to serve numerous leading
global companies as well as having
established new standards in many
different industries such as auto-
motive, paint, plastic, printing inks,
and many more. Continuous efforts
in technical innovation enable X-Rite
to offer a full range of product
solutions from handheld units to
highly sophisticated customized
process applications.
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GlossFlash 6060 

National Standards
DIN 67530

Measuring principle
Non-Contact with flash technology

Measuring distance
45 mm +/- 2 mm

Measuring geometry
60°/60°

Illumination
Xenon flash lamp

Spot size
17 x 26 mm

Measuring frequency
1 measurement / 2 seconds

Measuring time
200 micro seconds

Housing
durable aluminum housing for industrial 
applications

Dimensions
530 mm x 301 mm x 70 mm

Weight
about 12 kg

Interface
Serial Interface RS232 

Firmware
Flash-Memory with remote update facility

Software
Autocon for Windows 98/NT/2000 operating
systems
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